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DIAO.
Outstanding performance -
excellent control.

For more efficiency in everyday practice.
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The rose-gold standard in crown,
bridge and cavity preparation.

Sharpness means control: _
The outstanding initial cutting be\rformance ensures
optimum control and superb preparation results.
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Facilitates the daily practice routine:
Just reach out for brilliant rose gold
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DIAO. More efficiency
In everyday practice.

Users rave about the innovative DIAO coat-
ing for crown, bridge and cavity prepara-
tion. DIAO instruments are easy to control
and retain their sharpness over a very long
period of time, making treatment more
effective and less tiring, and the daily work-
flow at the practice more efficient.

The unique DIAO rose-gold shade makes
the instrument easily recognizable so it can
be quickly accessed for the next treatment,
making the workflow at the practice by far
more efficient.
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What makes the innovation of DIAO so
unique? The combination of ceramic pearls
and diamond grains ensures unparalleled
performance and control of the instrument.
The innovative diamond coating of DIAO
provides a significantly longer service life
than comparable instruments and also

makes them easier to clean.

Average service life (percent)

|

|

@ 56881

standard diamond S-Diamant

Comparison of durability

@ KP6881
DIAO

21.03.23 15:26



DIAO.

Innovation you can feel.
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Concentrated cutting performance for
optimum control and long lasting,
effective substance removal

DIAO is much easier to handle and
impresses the user with its smooth opera-
tion and the way it glides over the tooth.
Although easy to control, DIAO instruments
remove substance consistently and at

greater speed.
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Directions: for use:

e Use at an optimum speed of

O 160.000 rpm, preferably in a
red-contra angle or alternatively in a
turbine.

Instruments that are subject to a
speed limit of Orex 300.000 rpm are
not authorized for use in a turbine.
(e.g. KP6370.314.030/035 or
KP6845KR.314.025 - see information

on the label)

Always provide sufficient spray cooling
of at least 50 ml/min.

For good preparation results, the
surface should be smoothed with a
finisher of matching shape after the

initial-preparation.

The instruments remove substance
very effectively. Therefore, only low
pressure (<2N) needs to be applied
during work.
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DIAO.
The Range.
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Instruments for crown preparation

Instruments with 8 mm working length

Cylinder, round edge Cylinder round Torpedo

X X — -
@ KP6837KR.314.012 @ KP6881.314.012 @ KP6878.314.012
_ ] —_— —_— e

@ KP6837KR.314.014 @ KP6881.314.014 @ KP6878.314.014
— RIS

@ KP6881.314.016

@ KP6878.314.016

@ KP6837KR.314.016

Tapered, round edge Torpedo, tapered

Tapered, round
e ]
@®KP6847KR.314.014

e B
@ KP6856.314.012

.
@ KP6878K.314.012
e B eSS

@®KP6847KR.314.016

bR
@ KP6856.314.014

e R
@ KP6878K.314.014
—— RS

@ KP6847KR.314.018

.
@ KP6856.314.016

R
@ KP6878K.314.016

—— ——— S e
@ KP6856.314.018 @ KP6878K.314.018

@ KP6856.314.021 @ KP6878K.314.021

Instruments with 10 mm working length

Cylinder, round Torpedo

Tapered, round

Flame

el ST

@ KP6862.314.012
L o ad

@ KP6862.314.014
.

@ KP6862.314.016

Tapered, round edge

Torped, tapered

Flame

I

— e Y
@ KP6879.314.012

@ KP6850.314.014

el ABSRETRE
@ KP6882.314.012

]
@ KP6850.314.016

e
® KP6882.314.014

_— ]
@ KP6879.314.014

— S
@ KP6850.314.018

. .
@ KP6882.314.016

=
@ KP6879.314.016

Instruments with 12 mm working length

Cylinder, round Torpedo Tapered, round

——
@ KP6856XL.314.021

e B ST W TSRS
@ KP6882L.314.014 @ KP6879L.314.014
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@ KP6848KR.314.014

B
@ KP6848KR.314.016

— e
@ KP6848KR.314.018

R e
@ KP6879K.314.014

s
@ KP6879K.314.016
—— AT
@ KP6879K.314.018

— s
@ KP6879K.314.021

Occlusal/lingual reduction

OccluShaper

—

@ KP6370.314.030

@ KP6370.314.035

Egg
o

@ KP6379.314.018
e Y

@ KP6379.314.023

— — ]
@ KP6379E.314.029

® KP6863.314.012

.
@ KP6863.314.014

e
@ KP6863.314.016

Bud

B
@®KP6368.314.016

— e Y
@KP6368.314. 023
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DIAO.

The Range.
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Instruments with a working length of 6 mm

Cylinder, round edge

e R
@ KP6836KR.314.012

D
@ KP6836KR.314.014

—— R
@ KP6836KR.314.016

Cylinder, round

e R
@ KP6880.314.012

v
@ KP6880.314.014

—
@ KP6880.314.016

Instruments for cavity preparation

Cylinder, round edge

—
@ KP6835KR.314.012

—
@ KP6835KR.314.014
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Tapered, round edge

]
@ KP6845KR.314.018
. ]

@ KP6845KR.314.025

Torpedo

R
@ KP6877.314.012

e N
@ KP6877.314.014

— R
@ KP6877.314.016

@® KP6801.314.012

—_——s
® KP6801.314.014

_——
@ KP6801.314.016

—
@® KP6801.314.018

@
@ KP6801.314.023

Pear, round
—_— e
@ KP6830RL.314.012

@ KP6830RL.314.014

@ KP6830RL.314.016

@ KP6830RL.314.018

Pear, long

—— R
@® KP6830L.314.012

@ KP6830L.314.014

— ®
@ KP6830L.314.016

. %
@ KP6830L.314.018

@ KP6830L.315.014
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Komet Dental

Gebr. Brasseler GmbH & Co. KG Komet Austria Handelsagentur GmbH
Trophagener Weg 25 - 32657 Lemgo Hellbrunner StraBe 15

Postfach 160 - 32631 Lemgo - Germany 5020 Salzburg - Austria

Verkauf Deutschland: Telefon +43 (0) 662 829-434
Telefon +49 (0) 5261 701-700 Telefax +43 (0) 662 829-435
Telefax +49 (0) 5261 701-289 info@kometdental.at
info@kometdental.de www.kometdental.at

www.kometdental.de

Export:
Telefon +49 (0) 5261 701-0

- Telefax +49 (0) 5261 701-329
‘ rt@kometdental.de

kometdental.com
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www.kometdental.com/products/diao
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